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Contacting Keysight Sales and Service Offices

Assistance with test and measurements needs and information on finding a local
Keysight office is available on the internet at, http://www.Keysight.com/find/assist. If
you do not have access to the internet, please contact your field engineer.

Note: In any correspondence or telephone conversation, refer to the signal generator by
its model number and full serial number. With this information, the Keysight
representative can determine whether your unit is still within its warranty period.
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http://www.agilent.com/find/assist

FlexDCA Online Help Installation Instructions

N1010A and 86100D online help provide useful information relating to product
specifications, programming and a number of topics related to the Keysight DCA product
family.

For convenience we provide the file in a .chm format so it can be viewed on a separate
PC or a tablet with a .chm file reader installed.

Note that security settings in Microsoft Windows may not allow file to open properly as
seen in the screen shot below.
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To enable the file to be displayed properly, right click on the FlexDCA.chm file, select
“Properties” and click the ‘Unblock” button and then click “Apply”

E

FlexDCAchm

General |5&mﬂ}r | Details | Previous Versions

FlexDCA chm

Type of file:  Compiled HTML Help file {.chm)

Opens with: [ Microsoft® HTML Help | Change...

Location: CMsers‘dostanist Desktop
Size: 38.1 ME (40,031,016 bytes)
Size on disk:  38.1 MBE (40,034 304 bytes)

Created: Today, August 25, 2016, 3 minutes ago
Modffied: Today, August 25, 2016, 3 minutes ago
Accessed: Today, August 25, 2016, 3 minutes ago

Attributes: Read-orly Hidden
Security: This file came from another
computer and might be blocked to

help protect this computer.
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The online help file will now open properly and allow you to view help topics on a separate PC.
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@ 1. Quick Start B
@ 2 861000 Configurations
@ 2. N1010A FlexDCA

KEYSIGHT 86100D / N1

OA FlexDCA Help v5.50
TECHNOLOGIES User's Guide

Quick Start ibration Hardware Simulated Specifications Safety What's New

@ 4. DCAM Series
@ 5. Simulated Modules
Accessories
@ Acquistion Controls
@ Applications
@ Calibration
@ Channels
@ Clock Recovery
Q Configure Measurements
Q Connector Care
@ Display
@ Documentation Wizard
@ ESD Precautions
’ Extemal Scaling
@ Eye Mask Mode
Q Files
Q Finding Topics
@ General Information
@ Glossay
@ Histograms
’ Jitter Mode:
@ J5A Analysis
Licenses

Q Limit Lines

@ Limit Testing

@ Maintenance

@ Markers

’ Memary

@ Messages

Q Modules

Q Multi Fupose Button
@ Oscilloscope Mods
@ PAM Analysis

n

* Top 13 features

» Time-Saving Features and
Controls

+ FlexDCA Ecosystem

This help system applies fo the 86100D, N1010A FlexDCA software, and M-series products.

The 361000 DCA-X Wide-Bandwidth Oscilloscope is a modular platform that provides accurate
and precise measurements on high-speed digital designs from 50 Mb/s to more than 20 Gb/s.
Configure the 861000 DCA-X mainframe by selecting from a variety of plug-in modules that
perform precision optical, electrical, and TDR/TDT measuremeants. Select specific modules to
obtain the desired bandwidth, filtering, and sensitivity that match your measurement needs

Instrument modes

« Oscilloscope Mode
= Eye/Mask Mode

= Jitter/Noise Mode
= TDR/TDT Mode

Instrument configuration

+ Instrument settings
= Clock recovery

Locating help topics
= By display feature

= By front and rear panels

= By menus

= By subject matier

Programming

« Introduction
Quick Start Guide
FlexEye Independent Eye Acquisition
Python Examples

Channels and Module Slots
Multi-Purpose Button
Documentation Wizard
PAN-4 measurements

Other

veform Signal Processing
veform Content Windows
User-Defined Measurements
User-Defined Operators
Applications
Signal Processing
Mavigating Help
Glossary
Messages
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