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Agilent N5431A XAUI Test Application Release Notes 
 
 
Agilent N5431 Software Version 01.25 
Released Date: 9 May 2014 
Minimum Infiniium Oscilloscope Baseline Version: 05.71.00 (80000 series), 
02.10.00 (90000 series) 
File Name: SetupInfXAUI01250000.exe 
 
Modifications: 

 Added user defined limits. 
 
Note: This will be the last version to support Infiniium 80000 Series and Infiniium 
Oscilloscope Baseline Version 4.20. 
 
 
Agilent N5431 Software Version 01.24 
Released Date: 25 Jul 2013 
Minimum Infiniium Oscilloscope Baseline Version: 05.71.00 (80000 series), 
02.10.00 (90000 series) 
File Name: SetupInfXAUI01240000.exe 
 
Modifications: 

 Fixed “Please Wait” message showing on screen shot. 
 
 
Agilent N5431 Software Version 01.23 
Released Date: 23 Mar 2012 
Minimum Infiniium Oscilloscope Baseline Version: 05.71.00 (80000 series), 
02.10.00 (90000 series) 
File Name: SetupInfXAUI01230000.exe 
 
Modifications: 

 Fixed mask not appearing on newer baseline (>=3.22.0004) 
 
 
Agilent N5431 Software Version 01.22  
Released Date: 15 Sept 2011  
Minimum Infiniium Oscilloscope Baseline Version: 05.71.00 (80000 series), 
02.01.00 (90000 series)  
File Name: SetupInfXAUI01220000.exe  
 
Modifications: 
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 Upgraded framework to version 3.60 to support Windows 7 OS. 
 
 
Agilent N5431 Software Version 01.21 
Released Date: 4 Oct 2010 
Minimum Infiniium Oscilloscope Baseline Version: 05.71.00 (80000 series), 
02.01.00 (90000 series) 
File Name: SetupInfXAUI01210000.exe 

 
Modifications: 

 Upgraded framework to version 3.40 to support DSOX90000 series 
oscilloscopes. 

 
 
Agilent N5431A Software Version 01.20 
Released Date: 10 JAN 2008 
Minimum Infiniium Oscilloscope Baseline Version: 5.40 (80000 series), 1.00 
(90000 series)  
File Name: SetupInfXAUI0120.exe 
 
Additions: 

 Supports the Remote Interface Control. 
 

 Supports the Infiniium 90000A Series High Performance Oscilloscope. 
 
Modifications: 

 Measurements Clock Recovery Rate is used for the Baud Rate Tests. 
 

 
Agilent N5431A Software Version 01.10 
Released Date: 16 August 2007 
Minimum Infiniium Oscilloscope Baseline Version: 05.20.00 
File Name: SetupInfXAUITest0110.exe 
 
Addition 
 

 Supports OBSAI, SRIO and CPRI test standards. 
 
Modifications: 
 

 Near-end and Far-end tests are separated. 
 

 Replace the use of sicl command “PRESET” with “RST”. 
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Agilent N5431A Software Version 01.00 
Released Date: 6 Feb 2007 
Minimum Infiniium Oscilloscope Baseline Version: 05.20.00 
File Name: SetupInfXAUITest0100.exe 
 
Initial release. 
 


