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1 License Server Administration

Overview

Setting up for centrally managed licenses involves specially configuring one PC or
Infinilum oscilloscope as your license server, obtaining license files for it, and
testing to verify that the server is working. Then, each Infiniium oscilloscope that
will obtain licenses from this central server must be set up and tested.

Here are the high-level steps to follow. Each step is described in more detail in this
document.

1 Setup the server:
a Identify the server and get license files.
b Install the License Server package.
¢ Edit the registry key if necessary.
d Install the server's license file.
e Adjust the firewall so the license requests can get through.
f Configure, start, and test the server.
2 Setup and test each client:
a Add the license server using the Infinilum application.
b Test to see that this client can get to the server.

After setup and testing are complete, you will be ready to run licensed Infiniium
oscilloscope software.
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License Server Administration 1

Setting Up the License Server

This section steps you through the installation and setup of the license server for
Infinilum oscilloscopes.

Server Step 1: Identify the server

1 Determine which PC or oscilloscope to use as the license server.

2 Redeem the certificates for the license files.

Server Step 2: Install the license server software

1 Download the license server software from the Keysight website:
"www.keysight.com"

2 Search for N5435A, select the Trials & Licenses tab, and select Details &
Download.

3 Select Download to run the installation package on the designated server.

Server Step 3: Add the server license file path to the registry key

Perform this step only ilf you are running the license server and the Infiniium
application on the same instrument.

Add the server license file path to the AGILENT_LICENSE_FILE registry key. (When
the Infiniium application starts up, it adds the node-locked license file path to the
registry key.)

To locate the registry key, click Start, type regedit.exe in the search box, and
press [Enter].

In the Registry Editor, the registry key location is:

My Computer\HKEY_LOCAL_MACHINE\SOFTWARE\FLEXIm License Manager\
AGILENT_LICENSE_FILE

Use the semicolon ';' delimiter to separate the server license file path from any
other content in the key.

The default server license file path is:

C:\Program Files(x86)\Agilent Technologies\License Server - Infiniium\
LicenseFiles

Server Step 4: Install the server license file

Install all license information into one file in the directory. The default location is:
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1 License Server Administration

C:\Program Files(x86)\Agilent Technologies\License Server - Infiniium\
LicenseFiles

Server Step b: Adjust the server firewall to allow license services

This section describes how to adjust the server firewall on PCs with Windows 7.

When the license server is on a PC, you must make sure that its firewall allows
access to ports 27000 and 27009.

1 Navigate to the LicenseServer - Infiniium directory as shown below and
double-click agSetupWin7Firewall.vbs to run the setup/remove firewall script.

@-u-v| .« Local Disk (C:) » Program Files (x86) » Agilent Technologies » License Server - Infiniium »

Organize « & Open = Print MNew folder

-

. Program Files

. Program Files (|

agFirewSP2.wsf
[ agilent.exe
[£] agSetupSP2Firewall.vhs

4/16/2010 4:05 PM
4/16/2010 4:05 PM
4/16/2010 4:05 PM

i_{' Local Disk (C:) =~ Mame Date modified Type

. agilent ]

Tt ) docs 2/9/201210:09 AM  File folder
: hex " | LicenseFiles 2/9/201210:09 AM  File folder
) ; p : . LogFiles 2/9/201210:09 AM  File folder
. Intel B

4 agFirewall.exe 4/16/2010 4:05PM  Application

| PerfLogs

Windows Script File
Application

VBScript Script File

. Adobe = p— p— =
. AgSetupWinTFirewall.vbs 8/8/2011 2:21 PM VBScript Script File
. Agilent Techi — —
. [ Imgrd.exe 8/8/2011 1:52 PM Application
. License Ser o
r E Imtools.exe 8/8/2011 1:52 PM Application
, docs
. . [T Imutil.exe 8/8/2011 1:52 PM Application
. LicenseFi

2 Inthe User Account Control dialog box, click Yes to allow permission.

3 When the following dialog box appears, click OK.

agSetupiWiniFirewall: Add License Server Settings to Firewall?

o]

:] Agilent License Server Firewsall settings are not present, &dd them?

Cancel

==l

Click Cancel if the following screen appears. (The same script is used to both
add and remove the license server firewall settings.)
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License Server Administration

agSetup'WiniFirewall: Remowe License Server Settings from Firewall?

o]

:] Agilent License Server Firewsall settings are present, Rernowve them?

Cancel

==l

When the script completes, the following dialog box appears. Click OK.

agSetup'WinFirewall: Progress @

h Rules &dded, Firewall &djustrments Complete

4 To verify the results of the script:

a Open the Windows Firewall with Ad vanced Security control panel applet:

1

+ Control Panel » All Control Panel ltems » Administrative Tools

b Inthe User Account Control dialog box, click Yes.

Organize « [ Open
% Favorites Mame . Date modified Type Size
Bl Desktop [# Component Services 7/13/2009 10:57 PM  Shortcut 2KB
4. Downloads (@ Computer Management 7/13/2009 10:54 PM  Shortcut 2KB
=] Recent Places Data Sources (ODBC) 7/13/200910:53 PM  Shortcut 2KB
(&l Event Viewer 7/13/200810:54 PM  Shortcut 2KB
il Libraries fal i5CSI Initiator 7/13/2009 10:54 PM  Shortcut 2KB
3 Documents [ Local Security Policy 2/8/2012 5:28 PM Shortcut 2KB
J? Music @) Perfoermance Menitor 7/13/200910:53 PM  Shortcut 2KB
| Pictures fgj: Print Management 2/8/2012 5:28 PM Shortcut 2KB
E Videos [2): Services 7/13/200910:54 PM  Shortcut 2KB
(58 System Configuration 7/13/200810:53 PM Shortcut 2KB
1M Computer @ Task Scheduler 7/13/200910:54 PM  Shortcut 2KB
EJ_« Local Disk (C:) |@ Windows Firewall with Advanced Security ~ 7/13/2003 10:54 PM  Shortcut 2KB
= Removable Disk (D:) [ Windows Memory Diagnostic 7/13/200810:53 PM  Shortcut 2KB
@ Windows PowerShell Modules 7/13/200811:32 PM  Shortcut 3KB
?j MNetwork

¢ Inthe Windows Firewall with Advanced Security window, select Inbound

Rules.
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License Server Administration

& Windows Firewall with Advanced Security
File Action ‘iew Help

=@ d
@ Windows Firewall with Advance

&3 Inbound Rules
E% Quthound Rules ﬁ w
Ba Connection Security Rules

> B Manitaring
Onverview

d Inthe Inbound Rules list, make sure you see both of these entries:

Agilent FLEXIm Infiniium License Server Component (agilent) port 27005.
Agilent FLEXIm Infiniium License Server Component (Imgrd) port 27000.

—
g Windows Firewall with Advanced Security

File Action View Help
9@ =6

&3 Inbound Rules
EY Outbound Rules
By Connection Security Rules @Agilent FLEXIm Infiniium License Server (agilent) port 27005
. Bl Monitaring @Agilent FLEXIm Infiniium License Server (Imgrd) port 27000
@Agilent 10 Libraries Port Mapper
(0 Anilent 10 |ikraries Dart Manner

MName Group

e Close the Windows Firewall with Advanced Security window.

If youneed to use  To use different port numbers, simply change the port numbers specified in the
different port  license file and in the Inbound Rules, and restart the license server service.

b
nambers Port numbers from 27000 through 27009 are recommended, but you can use any

unused port number from O through 64000.

Server Step 6: Configure and start the server
1 Run the Imtools.exe application by choosing Start > All Programs > Agilent
Infiniium Oscilloscope > License Server > LM Tools from the Windows Start menu.
2 Select the Config Services tab.
3 Enter a distinguishing name in the Service Name field, such as FLEXnet Service.
4 In the Path to the Lmgrd.exe file field, enter (or browse to):

C:\Program Files(x86)\Agilent Technologies\License Server - Infiniium\
Imgrd.exe (default location)

5 In the Path to the license file field, enter (or browse to):

C:\Program Files(x86)\Agilent Technologies\License Server - Infiniium\
LicenseFiles\<filename> (default location)

6 In the Path to the debug log file field, enter (or browse to):
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License Server Administration 1

C:\Program Files(x86)\Agilent Technologies\License Server - Infiniium\
LogFiles\agilent.log (default location)

7 Check the Use Services box.
8 Check the Start Server at Power Up box if desired.

LMTCQOLS by Flexera ==
File Edit Mode Help
Service/License File] System Settings] Utilities] Start.-"Stop.-"F!eread] Server Status] Server Diags  Config Services l Borrowing]

Configure Service

Service Name |Agilent FLEXnet Service j
o — Browse
Path to the Imgrd. exe file |3c:hnolog|es\L|c:ense Server - Infinium*Imgrd. exe
Path ta the licensze file |.ic:ense Server - InfiniumtLicenseFiles\license. lic Eloise
Path ta the debug log file |33\Lic:ense Server - InfiniumLogFiles\agilent lag Browse | Yiew Log... |

[ Start Server at Power Up ¥ Use Services

Figure1  LMTOOLS dialog box after filling in fields to set up server

9 Click the Save Service button.

10 Select Yes when asked if you would like to save the service.
11 Select the Service/License File tab.

12 Select the Configuration using Services option.

13 Select the service you just created in the list.

14 Select the Start/Stop/Reread tab.

15 Press the Start Server button.

16 Select the Server Status tab.

17 Press the Perform Status Enquiry button.

18 To verify that the server has been configured correctly, you should see that the
main (Imgrd) server is up and that the vendor daemons (agilent, futureplus) are
up. Also, you should see a list of licenses available on the server.

If there are problems, see the FLEXnet Publisher Licensing Toolkit 11.8 License
Administration Guide included with the license server software as:
"LicenseAdministration.pdf".
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1 License Server Administration

Setting Up Client Infiniium Oscilloscopes

This section steps you through configuration of the Infiniium application so that it
can locate and use the new central license server. Follow the steps for each client
Infinilum oscilloscope that will access the central server.

If the central license server is an oscilloscope, then you must also configure the Infiniium
application on it by following the steps in this section.

Client Step 1: Add the license server using the Infiniium application

1 Inthe Infinilum application, choose Utilities > Install Legacy Licenses....

2 Inthe Install Option License dialog box, select Server License and enter the
license server name and port number in the License Server and Port fields.

Client Step 2: Verify server access

If the oscilloscope is able to access the server, you will see the licenses in the
License to Borrow drop-down list.

Install Option License

- License Type

@ Local License ) Server License

License Server Port

Er— s

- Borrow License —————  Return License -
License to Borrow License to Return

| USB Compliance |7| | None |7||

Borrow For | Return License
|10 days [ Y_| N N

| Borrow License

Infiniium Oscilloscopes License Server Administration Guide



License Server Administration

Borrowing Licenses on a Client

You need to borrow a license from the server before you can use it.

To borrow licenses or return borrowed licenses early:
1 Inthe Infinilum application, choose Utilities > Install Legacy Licenses....

2 In the Install Option License dialog box, select Server License and enter the
license server name and port number in the License Server and Port fields.

3 Select the license you want to borrow or return and click Borrow License or
Return License.

Infinilum Oscilloscopes License Server Administration Guide
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1 License Server Administration

Installing New License Files After the Server is Running

After the License Server is up and running, you may want to add licenses for new
features or to support more simultaneous users. Follow these steps to adjust
available licenses:

1 Install all license information into one file in the directory. The default location
is:

C:\Program Files(x86)\Agilent Technologies\License Server - Infiniium\
LicenseFiles

When copying license information from new license files, make sure the first
two lines in the new license file (SERVER and VENDOR) are the same as the
existing license file (to verify that the licenses are for the correct server); then
copy the remaining license information to the existing file.

2 Run the Imtools.exe application by choosing Start > All Programs > Agilent
Infiniium Oscilloscope > License Server > LM Tools from the Windows Start menu.

3 Stop the license server:
a Select the Start/Stop/Reread tab.
b Select the correct license service in the list.
¢ Check the Force Server Shutdown checkbox.
d Click Stop Server.

e Use the Windows Task Manager to verify that the Imgrd.exe process is no
longer running.

4 After the license server has been stopped, start it again by clicking Start Server.
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License Server Administration 1

Tearing Down a License Server

If you do not want to use a central license server any more, there are a few steps
required to tear down the server and adjust the clients so they no longer attempt
to get licenses from the server.

1 Shut down the Infiniium application running on all clients.

2 Atthe server, shut down and remove the license server by following the steps in
the next section, "Uninstalling the License Server".

3 Ateach client, delete the license server using the Infinilum application:
a Choose Utilities > Install Legacy Licenses....
b In the Install Option License dialog box, select Local License.
¢ Click Install License.

4 Test licensing at each client that has its own license file.
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1 License Server Administration

Uninstalling the License Server

1 Undo the firewall changes for a license serve

a Navigate to the LicenseServer - Infiniium directory as shown below and
double-click agSetupWin7Firewall.vbs to run the setup/remove firewall
script.

@-u-v| .« Local Disk (C:) » Program Files (x86) » Agilent Technologies » License Server - Infiniium »

. Program Files

. Program Files (| |

agFirewSP2.wsf
[ agilent.exe

agSetupSP2Firewall.vbs

4/16/2010 4:05 PM
4/16/2010 4:05 PM
4/16/2010 4:05 PM

Organize « & Open = Print MNew folder
& Local Disk (C:) = MName : Date medified Type

. agilent

ﬂg I ) docs 2/9/201210:09 AM  File folder
) flexlm

" J LicenseFiles 2/9/201210:09 AM  File folder
) ; p : . LogFiles 2/9/201210:09 AM  File folder
. Intel B

4 agFirewall.exe 4/16/2010 4:05PM  Application

| PerfLogs

Windows Script File
Application

VBScript Script File

\ Adobe : p— e =
. AgSetupWinTFirewall.vbs 8/8/2011 2:21 PM VBScript Script File
. Agilent Techi — —
> [ Imgrd.exe 8/8/2011 1:52 PM Application
. License Ser o
r E Imtools.exe 8/8/2011 1:52 PM Application
, docs
. . [T Imutil.exe 8/8/2011 1:52 PM Application
J LicenseFi

b Inthe User Account Control dialogbox, click Yes to allow permission.

¢ When the following dialog box appears, click OK.

agSetup'WiniFirewall: Remowe License Server Settings from Firewall?

:] Agilent License Server Firewsall settings are present, Rernowve them?

==l

o]

Cancel |

When the script completes, the following dialog box appears. Click OK.

==l

agSetup'WinFirewall: Progress

! i Rules Removed. Firewall Adjustments Complete

2 Run the Imtools.exe application, located here by default:

C:\Program Files(x86)\Agilent Technologies\LicenseServer - Infiniium\

14 Infiniium Oscilloscopes License Server Administration Guide



0 N oo o M~ W

9

License Server Administration

Select the Service/License File tab.

Select the Configuration using Services option.
Select the service you are going to remove.
Select the Start/Stop/Reread tab.

Press the Stop Server button.

Select the Config Services Tab.

Select the service you are going to remove.

10 Press the Remove Service button.

11 Exit the Imtools.exe application.

12 Go to the Add/Remove Programs selection from the Control Panel.

13 Select Remove for the Infiniium Oscilloscope License Server.

Infinilum Oscilloscopes License Server Administration Guide
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Sample License Files

16

The default location for servers (with floating licenses) is:

C:\Program Files(x86)\Agilent Technologies\License Server - Infiniium\
LicenseFiles

Node-locked license files on clients or servers are found in the Infiniium
application install directory:

C:\scope\bin\license.dat

Sample server file (3 Lines):

SERVER LABI-855A-QA11 003064015D9C 27000

VENDOR agilent PORT=27005

INCREMENT infiniium clock agilent 1.0 permanent 1 \
vendor_info=DVD_RnD_Web.101407.845245 ISSUER=101407.798278 \
BORROW=2184 SIGN=09D6318A69A2 V7.1 SIGN=41E141A04E8E

INCREMENT infiniium jitter agilent 1.0 permanent 1 \
vendor info=DVD RnD Web.101407.845245 ISSUER=101407.347717 \
BORROW=2184 SIGN=C48EF70A6216 V7.1 SIGN=557E7396E966

INCREMENT infiniium pciexpress agilent 1.0 permanent 1 \
vendor_info=DVD_RnD_Web.101407.845245 ISSUER=101407.962310 \
BORROW=2184 SIGN=0028C3421D8A V7.1 SIGN=1F25D78E1352

Notice that:

The last value on the right edge of the SERVER line is the port number, which
tells the license server to listen at this port number instead of randomly
choosing one within the 27000-27009 range.

PORT=27005 on the VENDOR line does the same for the vendor daemon. It
forces it to listen on port 27005 instead of a randomly picked one.

These port assignments are necessary so that the specific port numbers can be
allowed through the firewall (while blocking the remaining port numbers).

Sample node-locked file:

FEATURE infiniium jitter agilent 1.0 permanent uncounted \
HOSTID=DISK SERIAL NUM=3b97ad4d SIGN=CCDB37F05880

Notice that:
The SERVER line is identical to that in the server license file.
Port number 27000 is required so that the client can find the server.
No VENDOR line is required.

By convention, ports 27000 and 27005 are used by the Infiniilum application.
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