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Keysight BenchVue Software Release Notes


Release Notes

Keysight Technologies
BenchVue Software 
BV0003B Power Supply Control & Automation App 
2019 Version Information

	Released Date: 

Requirements categories 
	March 14, 2019

	PC operating system & hardware:

	Windows 10:  32-bit and 64-bit (Professional, Enterprise, Education, Home versions)

Windows 8, 8.1:  32-bit and 64-bit (Professional, Enterprise, Core)

Windows 7:  SP1 and later 32-bit and 64-bit (Professional, Enterprise, Ultimate, Home Basic, Home Premium)

Processor: 1 GHz or faster (2 GHz or greater recommended)

RAM: 1 GB (32-bit) or 2 GB (64-bit) (3 GB or greater recommended)
Interfaces: USB, GPIB, LAN, RS-232

Display resolution: 1280x1024 minimum recommended for single instrument view (higher resolution recommended for multiple instrument view)



	Mobile Devices: (for companion BenchVue Mobile app)


	Apple iPhone, iPad, iPod Touch all models; iOS 7.0 and later.

Android phone and tablets; Android 4.0.3 and later.

	Current List of BenchVue Enabled Keysight Instruments:
	www.keysight.com/find/benchvueinstruments 


	
File Name:
	
BenchVuePSSetup_2019.0314.0.002.exe


Notable changes

· Added support for N6791A and N6792A DC Electronic Load

· Added support for E36231A/E36232A and E36233A/E36234A Autoranging DC Power Supply

2018 Update 1 Version Information

	Released Date: 

Requirements categories 
	June 20, 2018

	PC operating system & hardware:

	Windows 10:  32-bit and 64-bit (Professional, Enterprise, Education, Home versions)

Windows 8, 8.1:  32-bit and 64-bit (Professional, Enterprise, Core)

Windows 7:  SP1 and later 32-bit and 64-bit (Professional, Enterprise, Ultimate, Home Basic, Home Premium)

Processor: 1 GHz or faster (2 GHz or greater recommended)

RAM: 1 GB (32-bit) or 2 GB (64-bit) (3 GB or greater recommended)
Interfaces: USB, GPIB, LAN, RS-232

Display resolution: 1280x1024 minimum recommended for single instrument view (higher resolution recommended for multiple instrument view)



	Mobile Devices: (for companion BenchVue Mobile app)


	Apple iPhone, iPad, iPod Touch all models; iOS 7.0 and later.

Android phone and tablets; Android 4.0.3 and later.

	Current List of BenchVue Enabled Keysight Instruments:
	www.keysight.com/find/benchvueinstruments 


	
File Name:
	
BenchVuePSSetup_2018_Update2.exe


Notable changes

· Defects fixed for stability and usability

· Added support for RP7931A, RP7932A, RP7933A, RP7935A, RP7936A, RP7941A, RP7942A, RP7943A, RP7945A, RP7946A

2018 Version Information

	Released Date: 

Requirements categories 
	Feb 16, 2018

	PC operating system & hardware:

	Windows 10:  32-bit and 64-bit (Professional, Enterprise, Education, Home versions)

Windows 8, 8.1:  32-bit and 64-bit (Professional, Enterprise, Core)

Windows 7:  SP1 and later 32-bit and 64-bit (Professional, Enterprise, Ultimate, Home Basic, Home Premium)

Processor: 1 GHz or faster (2 GHz or greater recommended)

RAM: 1 GB (32-bit) or 2 GB (64-bit) (3 GB or greater recommended)
Interfaces: USB, GPIB, LAN, RS-232

Display resolution: 1280x1024 minimum recommended for single instrument view (higher resolution recommended for multiple instrument view)



	Mobile Devices: (for companion BenchVue Mobile app)


	Apple iPhone, iPad, iPod Touch all models; iOS 7.0 and later.

Android phone and tablets; Android 4.0.3 and later.

	Current List of BenchVue Enabled Keysight Instruments:
	www.keysight.com/find/benchvueinstruments 


	
File Name:
	
BenchVuePSsetup.exe


Notable changes

· Defects fixed for stability and usability

· Added support for RP7951A, RP7951AT, RP7952A, RP7952AT, RP7953A, RP7961A, RP7962A, and RP7963A

· Added support for E36102B, E36103B, E36104B, E36105B, and E36106B

2017 Version Information

	Released Date: 

Requirements categories 
	March 29, 2017

	PC operating system & hardware:

	Windows 10:  32-bit and 64-bit (Professional, Enterprise, Education, Home versions)

Windows 8, 8.1:  32-bit and 64-bit (Professional, Enterprise, Core)

Windows 7:  SP1 and later 32-bit and 64-bit (Professional, Enterprise, Ultimate, Home Basic, Home Premium)

Processor: 1 GHz or faster (2 GHz or greater recommended)

RAM: 1 GB (32-bit) or 2 GB (64-bit) (3 GB or greater recommended)
Interfaces: USB, GPIB, LAN, RS-232

Display resolution: 1280x1024 minimum recommended for single instrument view (higher resolution recommended for multiple instrument view)


	Mobile Devices: (for companion BenchVue Mobile app)


	Apple iPhone, iPad, iPod Touch all models; iOS 7.0 and later.

Android phone and tablets; Android 4.0.3 and later.

	Current List of BenchVue Enabled Keysight Instruments:
	www.keysight.com/find/benchvueinstruments 


	
File Name:
	
BenchVuePSsetup.exe


Notable changes

· BenchVue Power Supply app now requires a license

· App includes Test Flow automation and Command Expert blocks

· Support for new license terms

· Defects fixed for stability and usability

· Added support for N6700C, N6701C, N6702C, and N6705C

· Added support for E36300 Series
NOTE:  Previous versions of this app are not compatible with the BenchVue 2017 Platform software. For compatibility, use the older versions of the BenchVue Platform software (3.7 and earlier). Download and install the older version of this app from the Apps tab within your version of BenchVue.  
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