Agilent Technologies

Agilent N8814A 10GBASE-KR and 40GBASE-KR4
Ethernet Test Application Software Release Notes

Agilent N8814A Software Version 01.01

Released Date: 10 Feb 2014

Minimum Infiniium Oscilloscope Baseline Version (XP): 4.20.0007
Minimum Infiniium Oscilloscope Baseline Version (Win7): 4.50.0008
File Name: SetupIinfl0GKR01010001.exe

e This is the last version to support baseline 4.20.

Agilent N8814A Software Version 01.01

Released Date: 10 Feb 2014

Minimum Infiniium Oscilloscope Baseline Version (XP): 4.20.0007
Minimum Infiniium Oscilloscope Baseline Version (Win7): 4.50.0008
File Name: SetupInfl0GKR01010001.exe

e Patch —fix reset of InfiniiSim settings

Agilent N8814A Software Version 01.01

Released Date: 15 Jan 2014

Minimum Infiniium Oscilloscope Baseline Version (XP): 4.20.0007
Minimum Infiniium Oscilloscope Baseline Version (Win7): 4.50.0008
File Name: SetupInfl0GKR01010000.exe

Updated rise/fall time measurement to measure all edges
Added report item per test to report number of Ul tested
Improved scaling of signals

Updated Rj measurement from rms value to peak to peak value
Added hold hold hold measurement for Coefficient Update.

Agilent N8814A Software Version 01.00

Released Date: 1 Aug 2013

Minimum Infiniium Oscilloscope Baseline Version (XP): 4.20.0007
Minimum Infiniium Oscilloscope Baseline Version (Win7): 4.50.0008
File Name: SetupInfLOGKR01000001.exe

Initial release.
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